1.
EXISTING SIGNS PROPOSED VIDEO - NEMA PHASING
DETECTION CAMERA EXISTING SIGNALS
11,12 13 14 15 16 FLASHING
_ ebe e d 2,4  3,5,7-10 71 02 04 OPERATION
Old Annapolis Rd]  [[uorTH]| | [souTH S0UTH] NORTH -—" I I
MD 75 IS ASSUMED TO RUN D 75 9 75 f ‘ (Y)
IN A NORTH-SOUTH DIRECTION — — (6)
= = -]
— < [——| 12/!
GENERAL NOTES: , — l
1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALL ING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ’ [
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. 0
/ 4 VIDED ZONE
DETECTION

2. \S/IDEE 8&\MEEA LOCATIONZAL IGNING SHALL BE COORDINATED WITH THE HI‘ /’«
HA ENGINEER. H’ -
2 |l
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL ”J E% ,‘ a NOTE &
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. , o ]“ PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
..’ 3 PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
4. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE. Hl % !“ -
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SPECIAL NOTE: /4’ S ’F
INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO I
TRAVEL WAY FOR INSTALLATION OF NON—INVASIVE PROBES. 14, ’
EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN. b Y
INTO HANDHOLE. . l4r; . L A R,
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CONSTRUCTION DETAILS , &
§ 0
A. USE EXISTING POLE MQUNTED CABINET AND CONTROLLER. (NOT - 5
FORCES SHALL RETRQFIT CONTROLLER EQUIPMENT TO OPERATE | =
DETECTION EQUIPMENT). | c
<
B. USE EXISTING CONDUIT. | o
! Q
C. USE EXISTING HANDHOLE. | |
' R
D. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. | 7 B0 DEPAH%;@LET g’; ¥$§J§§EBTAT|ON
T
E. ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES | 0D No: XX355.10 STATE HIGHWAY ADMINISTRATION
FROM CONDUITS, HANDHOLES, SIGNAL STRUCTURES AND CONTROLLER. SHA No: FRA62KS3 s . OFFICE OF TRAFFIC & SAFETY
- . : TRAFFIC ENGINEERING DESIGN DIVISION
F. USE EXISTING LIGHTING BRACKET AND INSTALL OVERHEAD VIDEO DETECTION CAMERA MD 75; Arlington Mill Road to MD 874
MOUNTED ON LIGHTING BRACKET ARM AS SHOWN. l MD 75 (GREEN VALLEY ROAD)@ OLD ANNAPOLIS ROAD
G. USE EXISTING STRAIN POLE AND INSTALL VIDEO DETECTION CAMERA (CAMERA C) MOUNTED o NEW LONDON, MARYLAND
WITHIN 3 FT. OF TOP OF STRAIN POLE AS SHOWN. INSTALL VIDEO CAMERA ARM DN EXISTING '
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' : AR ety 7 (C) LEGS, INSTALL NON-INVASIVE pROBES| SCALE  1"=20'  ADVERTISED DATE. 11-2-1087  CONTRACT NO
H. REMOVE EXISTING HANDHOLE AND RE—INSTALL IN-KIND ROTATING HANDHOLE 90 DEGREES PROPOSED <<\/ ShaeoNTract No. oeeeles —1 =0 ATE... 1121987 '
TO ROADWAY ON TOP OF EXISTING CONDUIT HEADING NORTH/SOUTH LEAVING 6 IN. UTILITY LEGEND TEAM LEADER N P ood ——— T (L
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